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For safety applications up to PerforFor safety applications up to Perfor---
mance Level (PL) e / category 4mance Level (PL) e / category 4

TÜV-approved according to legal andTÜV-approved according to legal and
CE safety requirementsCE safety requirements

Protection ag inst bei g locked inProtection against being locked inProtection against being locked in

Robust stainless steel constructionRobust stainless steel construction

res and hostile conditions, e.g. dust,
For use in extreme ambient temperatuFor use in extreme ambient temperatuFor use in extreme ambient temperatu--
res and hostile conditions, e.g. dust,res and hostile conditions, e.g. dust,
moisture, dirt, etc.moisture, dirt, etc.

Modular expandable systemModular expandable systemModular expandable system
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 1 end module M
 2 actuator module B
 3 padlock module
 4 actuator module A
 5 bayonet ring
 6 key module
 7 switch module
 8 solenoid locking module
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safety switch and trapped key 
interlock system 

An example

The picture shows a press with several 
access gates. When opening the main entry 
gate A during operation, the machine stops 
immediately. To open the maintenance gates B 
the following sequence has to be followed: 
Open gate A, take out coded key, insert key 
in gate B, open gate B. After reversing the
procedure the production may be started again.
Advantage: The maintenance gates are 
made safe without wiring.

Example:
STS-Unit SX01A


